CITY OF NEWPORT
169 SW COAST HWY
NEWPORT, OREGON 97365

phone: 541.574.0629
fax: 541.574.0644

http://newportoregon.gov

COAST GUARD CITY, USA OREGON mombetsu, japan, sister city

INSPECTION CHECKLIST FOR VACATION RENTAL AND B&B FACILITIES

A dwelling unit proposed for a vacation rental or bed and breakfast use shall be inspected by the Building
Official or designee to determine its conformance with the endorsement standards of subsection 2-4-11.025 and
the following basic health and safety elements:

0 Bedrooms shall have an egress window or exterior door that is operable, with a minimum opening size of
5.7 sq. ft., and that is located not more than 44 inches above the finished floor;

O Interior and exterior hand railing shall be secure with a maximum width of four (4) inches between guard
rails on open stairs. Hand and/or guard railing shall be installed for staircases with four (4) or more risers
and on decks or porches that are more than 30 inches above grade;

0 Windows within a 24 inch arc of hinged doors & the sliding portion of patio doors shall be safety glazed;

0 Wood frame decks shall be structurally sound. In cases where a deck supports a hot tub or other features of
a similar size and weight, engineering analysis of the supports may be required;

O Electrical plug-ins and light switches shall have face plates;
L Electric breaker boxes shall have all circuits labeled, and empty breaker spaces must be plugged;

0 GFCI (Ground Fault Circuit Interrupter) protected plug receptacles shall be provided for extetior, kitchen,
and bathroom plugs;

0 Functioning smoke detectors shall be installed in all bedrooms and in hallways between a potential fire
source and sleeping areas.

0 Functioning carbon monoxide alarms shall be installed if the unit (a) contains a heater, fireplace, appliance
or cooking source that uses coal, kerosene, petroleum products, wood or other fuels that emit carbon
monoxide as a by-product of combustion; or (b) includes an attached garage with an opening that
communicates directly with a living space. Such alarms shall be installed in compliance with State Fire
Marshal Rules and any applicable requirements of the State Building Code, and there shall be available in the
premises a written notice containing instructions for testing the alarm.

[ Water heaters shall be strapped and secured in accordance with seismic protections standards, with a TEP
(Temperature and Pressure Relief) line that is run to an approved location.

If the Building Official or designee requires alterations, the identified deficiencies must be corrected as follows:

(1) In circumstances where the unit is already subject to a rental agreement the Building Official or designee
may allow continued use, provided corrective action is taken within 30 days, or an alternative timeline
acceptable to the Building Official.

(2) For units undergoing an initial inspection prior to vacation rental or bed and breakfast use, corrective action
shall be undertaken before the dwelling unit can be rented.

Page 1 of 1



